
 

 

PSY1 ステムサイクロメータ  

Product Overview 

PSY1ステムサイクロメータは植物の水ポテンシャル
を非破壊で現場に設置したままご利用いただける

独立した測定器です。
 

 
またとても力強いツールとして日射量、温度、湿度

風向などの一般的な植物測定のパラメータ同様に

連続的な測定が可能です。
 

 
同時に樹液流測定器SFM1やデンドロメータなどを

ご利用いただければ植物と水の関係や植物の成長

ポテンシャルを連続的かつエコサイコロジカル的

に観察していただけます。 
 

 
 
 
 
PSY1ステムサイクロメータにはクロムメッキされた
サンプルチャンバの中に直列につながれた2つの熱電対

（クロメル-ｺﾝｽﾀﾝﾀﾝ）があります。
 

 

熱電対Sは枝や茎などの試験体に直接接触し温度を

計測し、熱電対Cはチャンバ内の温度測定やベルチェ

冷却、熱電対間の温度差測定などに利用します。
 
 
またチャンバ内にはもうひとつ内在の銅-ｺﾝｽﾀﾝﾀﾝ

熱電対があり、温度補正の目的でチャンバ自体の

温度を測定します。

 
 
これらすべての温度情報が水ポテンシャルの決定

に利用されます。
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Measurement  

Units MPa 

Range -0.1 to 10 MPa (1 to 100 Bars) 

Resolution 0.01 MPa (0.1 Bar) 

Accuracy +/- 0.1 MPa (1Bar) 

Response Time A. Measurement mode 51 seconds 

B. Live mode 1 second 

Sampling rate 10 Hz 

Data  

Computer Interface USB, Wireless RF 2.4 GHz 

Data Storage Micro SD Card 

Operating Conditions  

Temperature Range -10 to 50 0C 

R/H Range 0-99% 

Power  

Power supply 850 mA Lithium Polymer battery 

Battery Life A. 3 days at hourly logging interval without 
chamber heating.  

B. 1 days with chamber heating. 

C. Unlimited with optional 6W Solar panel  

Charging Voltage 12V DC 

Power Consumption 30.77 mA 

Dimensions  

Chamber 

 

 

Length: 170mm 

Width: 80mm 

Depth: 35mm 

Weight 400 g  

Memory Capacity 2GB expandable to 16GB 

Features 

Power Management 

 Internal Lithium-Polymer Battery 

 Power On/Off Switch 

 Internal Voltage Regulation 

 Optical Isolation Lightening Protection 

Logging 

 Stand-alone logging 

 Micro SD Expandable Memory 

 USB Connectivity 

 Wireless Data Transfer 

 IP68 Rated Water Proof Enclosure 

 Free Windows Utility Configuration 
Software 

Applications 

 In-Situ Stem Water Potential 

 Osmotic Potential 

 Pressure Volume Curves 

 Measure Stomatal Closure & 
Cavitation 

 Setting Refill Points & Permanent 
Wilting Pressures 

 Stem Sizes>5mm 

 Crop & Forest Plant Water Relations 

 Arid Ecosystems & Drought 

Accessories 

 PSY-SC Small Clamp 

 PSY-LC Large Clamp 

 PSY-IK Installation Kit 

 PSY-CAL Optional Factory 
Calibration 

 MCC-Multi Converter Wireless RF 
Modem 

 SX06-6 Watt Solar Panel 

 PDU-Power Distribution Unit, 2 Watt 
Solar Panel and Integrated Battery 

PSY1 Specifications 
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